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General Purpose (GP) Vent 

  
  

   
Refer to product table below for applicable product codes covered by this document Issue B 

  
Product Type & Application 
The Bradford Ventilation GP Vent is a wind driven natural 
ventilator that is designed to exhaust heat and moisture from 
vehicles, garden sheds, caravans and very small or portable 
buildings. It is made of UV resistant engineering polymers 
with two high-quality bearings and zinc plated shaft. 
 
 
Compliance with the NCC 
There are no relevant clauses within the NCC for this product 
to comply with. 
 
 
Evidence of Suitability 
There are no relevant clauses within the NCC to show 
compliance with – refer to the Additional Data section of this 
PTS for other compliance data. 
 
 
Conditions of Storage, Use & Maintenance 
• Store in the original packaging in a cool and dry area. 
• Do not attempt to repair – contact Bradford Ventilation for 

service advice. 
• This product requires regular checking for wear/tear. 

 
Refer to the product warranty at bradfordventilation.com.au for 
more information. 
 
 
Limitations of Use  
• IMPORTANT - Do Not Modify This Product: Performance 

and safety are only achieved by the product or 
configuration listed in this PTS. 

• Do not use for exhausting hazardous, abrasive, acidic and 
alkaline vapour or areas containing explosive or corrosive 
materials. 

• This product has not been tested for use in cyclonic wind 
regions C or D. 

• This product is not suitable for use in Bush Fire BAL-12.5 
to BAL-40 or BAL-FZ rated areas. 

• Seek technical advice from Bradford Ventilation on 
application suitability if unsure. 
 
 

 
 
 
 
 
 
 

 Specific Design or Installation Instructions 
• Isolate power before installation. 
• This product must be installed in a dry location and sealed 

against water ingress. 
• Assembly and installation must be accordance with the 

product installation manual. 
• The rotating head of this product must be installed 

horizontally to ensure correct operation. 
 

For general installation guidance refer to the product installation 
guide at www.bradfordventilation.com.au  
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Applicable Product Codes (SKU)   

Colour Material Code 
GP Vent - White 61377 

 

Product Specifications 

General 

Ventilator Type 
General Purpose Turbine 
Ventilator 

Turbine Diameter 200.0 mm 

Throat Diameter 124.0 mm 

Product Weight 0.40 kg 

 
Product Dimensions (in mm) 

 

 

Material 

Turbine ASA Plastic 

Shaft Zinc Plated Steel 

Rotation Bearings Twin Ball Bearings 


